
bagno turco
STELLA





 • Generatore di vapore:
 Trifase capacità KW della potenza, in base le dimensioni del Bagno 

Turco predisposta per connessione monofase e trifase, completo 
di termo fusibili, elettrovalvole di carico e scarico e sensore di 
livello. 

• Scheda elettronica di potenza che integra un generatore di vapore 
per modulare la scheda elettronica di potenza e tutta la parte idrau-
lica necessaria al corretto funzionamento dell’impianto. Lo scopo è 
fornire all’installatore un sistema completo pronto all’uso, dove le 
connessioni idrauliche ed elettriche sono facilitate e già predisposte 

• La scheda di potenza controlla direttamente: 
-  Generatore di vapore trifase. - Elettrovalvola di carico acqua 12 

Vcc. 
-  Elettrovalvola di scarico acqua alimentata a 230 Vca. 
-  
-  Comando per led RGB: potenza massima 12W r + 12 W g + 12 W 

b; tensione 12 Vcc corrente massima 1 A.
 -  
-  Connettore di espansione per scheda optionals di musica accop-

piabile via Bluetooth. 
-  Ingresso del sensore di livello acqua nel generatore di vapore. 
-  Sensore di temperatura interna dell’Hammam. 
-  Connettore di collegamento a display di comando diretto. 
-  Comunicazione via RS485 per controllo remoto. 

• Display con tastiera compatibile sul vetro per il controllo del sistema. 

•  display LCD Oled. 
•  6 tasti menu retroilluminati con colorazione dinamica della retro 

illuminazione indicando la funzione attiva, spenta, in allarme o altre 
segnalazioni. 
- Collegamento con RS485 per controllare il sistema. 

•  Sensore di temperatura con sistema di sicurezza intrinseca per la 
misurazione della temperatura interna. 

•  Sensore di umidità: sistema di misura e controllo dell’umidità esterna. 
•  Optionals: scheda di controllo audio via Bluetooth; la scheda va 

inserita in un apposito connettore, può essere applicata anche in un 

di potenza 12 + 12 W in classe D a 12 Vcc. Il segnale stereo dell’audio 
viene comunicato via Bluetooth dopo aver agganciato il protocollo 
BT. Dal dispaly compare il menu audio solo se la scheda di espansione 
è inserita nel connettore, altrimenti il menu non compare nel display. 

•  
per il controllo del sistema contiene: 
- 1 display LCD Oled. 
- 6 tasti menù retroilluminati con colorazione dinamica della retro 

illuminazione indicando la funzione attiva, spenta, in allarme
o altre segnalazioni. 

- Collegamento seriale con schede di potenza. 
• Sensore di temperatura: 

- repmet alled enoizarusim alla acesnirtni azzerucis id ametsis noc -
atura interna. 

• Sistema di misura e controllo dell’umidità. 
• Optionals: scheda di controllo audio via Bluetooth.

• Steam generator:
 Three-phase capacity KW, of the power based on the dimensions of the 

Turkish Bath prepared for mono-phase and three-phase connection, 
complete with thermo-fuses, charge and discharge solenoid valves 
and level sensor.

• Power electronic board which integrates a steam generator to mod-
ulate the power electronic board and all the hydraulic part necessary 
for the correct operation of the system. The purpose is to provide the 
installer with a complete system ready for use, where the hydraulic 
and electrical connections are facilitated and already set up when 

•  The power board directly controls:
- Three-phase steam generator.
- Water charge solenoid valve 12 Vdc.
- Water drain solenoid valve powered at 230 Vac.
- 
- Command for RGB LEDs: maximum power 12W r + 12 W g + 12 

W b; voltage 12 Vcurrent maximum 1 A.
- Control of a fan in order to reduce internal condensation.
- Expansion connector for optionals card of music that can be 

coupled via Bluetooth.
- Input the water level sensor in the steam generator.
- Internal temperature sensor of the Hammam.
- Connection connector to direct control display.
- Communication via RS485 for remote control.

• Display counter for the capacity of the controller for the system control.

• 1 LCD Oled display.
• 6 Backlit menu keys with dynamic backlighting indicating the function 

- Connection with RS485 to control the system.
• Temperature sensor with intrinsic safety system for measuring internal 

temperature.
• Humidity sensor: external humidity measurement and control system.
• Optionals: audio control card via Bluetooth; the card must be inserted 

in a special connector, it can also be applied at a later time, it manages 

stereo audio signal is communicated via Bluetooth after hooking up 
the BT protocol. From the display the audio menu appears only if 
the expansion card is inserted in the connector otherwise the menu 
does not appear on the display.

• Touch screen panel equipped with capacitive graphic display on 
glass for system control Contains:
- 1 LCD Oled display.
- 6 backlit menu keys with dynamic coloring of the back lighting 

signals.
- Serial connection with power boards.

• Temperature sensor:
- with intrinsic safety system the measurement of the internal 

temperature.
• Humidity measurement and control system.
• Optionals: audio control card via Bluetooth.
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6kW

x5-6

5.5kW

x4-5

4.5kW

x3-4

254x261 H232

224x261 H232

204x261 H232

LI

3kW

x2-3

174x261 H232

Parete SX Parete DX Parete IN

Parete IN

150 w x 261 d x 232 h cm

POSIZIONE

204w x 261 d x 232 h cm

224 w x 261 d x 232 h cm

254 w x 261 d x 232 h cm

    x2-3
  3kW

    x3-4

  4,5kW

    x4-5
  5,5kW

    x5-6
  6kW

Tecnologie: 

Componenti: 

Pannello di controllo: 

Technologies: 

 Components: 

Control panel: 

Parete SX Parete DX Parete IN

174 w x 261 d x 232 h cm

POSIZIONE

mc h 232 x d 162 x w402

224 w x 261 d x 232 h cm

254 w x 261 d x 232 h cm

    x2-3
  3kW

    x3-4

  4,5kW

    x4-5
  5,5kW

    x5-6
  6kW

POSITION

top view front view section
vista dall’alto vista frontale sezione
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